Mann McGowan™ Installations Limited

Pyrovista® 30 Timber Framed Fire Resisting Glazed Screens with a Sliding Casement
Specification

L10 560

 GLAZED FIRE RESISTING SCREENS

Manufacturer:
 Mann McGowan Installations Ltd 
                                 Unit 4 Brook Trading Estate, Aldershot
                                 Hampshire GU12 4XB 
                                 Tel: 01252 333601 Fax: 01252 322724 
 Email: technical@mannmcgowan.co.uk
 www.mannmcgowanprojects.co.uk
Product Reference:
Pyrovista® 30 with Sliding Casement
Screen Height:

Screen Width:


Fire resistance:
30/0 30/15 30/30 (please select)
Sound Insulation:

Timber Species:
Softwood (30 minutes only) Ash (30 minutes only) Meranti Beech American White Oak or Maple

Finish:
In the white - factory applied base coat - factory applied base coat and one top coat (please specify).
Glazing Details:
Glass to be selected in accordance with the fire resistance stated above and in conjunction with the safety requirements of Approved Document B impact safety. All glass to be glazed with Mann McGowan™ Pyroglaze® seals as per the manufacturers instructions.
Extra Feature:          Pyrovista® Screen to include Sliding Casement, all tracks and runners to be from Brass or Steel with further suitable Intumescent Seals to be fixed to the perimeter of the Sliding Casement.                
Fixing:
Frames must be fixed in accordance with the manufacturer’s             instructions. Frame to structural opening gaps up to 20mm must be fire stopped with Pyromas® sealant.
