Mann McGowan™ Installations Limited

Firestile® Fire Resisting Fully Glazed Joinery Doors

Specification

L20 430                              GLAZED WOOD DOORSETS

Manufacturer:
Mann McGowan™ Installations Ltd. 
                                           Unit 4 Brook Trading Estate Aldershot 
                                           Hampshire GU12 4XB 
                                           Tel: 01252 333601 Fax: 01252 322724 
Email: technical@mannmcgowan.co.uk 
           www.mannmcgowanprojects.co.uk
Fire resistance rating:
FD 30 or FD 30(S)
Sound insulation rating:
Single glazed 30dB (see also door edge seals)
Product Reference:

Firestile® 30 (Integrity as defined in BS 476 Part 22)
Door leaf:




Top Rails

45mm x 85mm 





Mid Rails

45mm x 85mm 





Stiles


45mm x 85mm





Bottom Rails

200mm x 45mm

Finish as delivered:


L40 Glazing
                     Glazing to be with 6mm Pyran glass with Pyroglaze®

                                           (300) 15 x 2 self adhesive glazing seals either side of

                                           the glass.
L20 Doors Frame and architraves


Wood species:

Softwood Ash Meranti Beech American White Oak
Finish as delivered:



Ironmongery
Fire rated hydraulic closer or concealed hydraulic closer. Doors to be 54mm thick if concealed head closer required.

Minimum 3 Hi load fire rated hinges each backed with Pyrohinge gasket on both the frame and door leaf.

Perimeter seals:

Head rail:
   1 x Pyrostrip® Flexifin 25mm x 4mm





Hanging stiles: 1 x Pyrostrip® Flexifin 15mm x 4mm




Meeting stile:
   2 x Pyrostrip® 10mm x 4mm





Meeting stile:
   1 x Pyrostrip® Flexifin 10mm x 4mm





Threshold:
   1 x Enviroseal® DDI drop-sweep seal

Fixing:
Frames to be fixed in accordance with the manufacturers instructions. The door frame to structural opening gaps (up to 20mm) to be fire stopped with Pyromas® sealant.

Notes




Mann McGowan™ Installations Limited manufacture a range of softwood and hardwood door-sets, utilising the Mann McGowan™ range of glazing and door seals to produce doors capable of providing 30 minutes fire integrity and/or insulation. 
4 types of standard door are available: Fully Glazed, Mid Rail, Horizontal Bars and Georgian Style, all types are available with single or double leaf opening. 
Firestile® doors can be fitted with side panels, over panels and glazed screens with a variety of stiles, top and bottom rails and various glazing bead profiles. 
The range is also available with a wide range of ironmongery. (FD30S - Certifire approved CF 291, FD30S and 30 minutes insulation approved by Warrington Fire Research Centre).
Mann McGowan™ can also provide a full fabrication and installation service, for further details contact Mann McGowan’s™ Technical Department.
